


• SOHO Desktop KVM Switch

• 2/4 All-in-One Cable Kits, 6 ft.

• 9V, 1.1A DC Power Adapter

• User Manual

• Quick Installation Guide
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Part Number	 F1DS102J / F1DS104J	 F1DS102L / F1DS104L	 F1DD102L / F1DD104L

No. of Users Supported 	 1 	 1 	 1

No. of Computers Supported 	 2 / 4 	 2 / 4 	 2 / 4

Dimensions 	 12.5 (L) x 5.5 (W) x 5.5 (D) in	 12.5 (L) x 5.5 (W) x 5.5 (D) in	 12.5 (L) x 5.5 (W) x 5.5 (D) in

Weight 	 [2 port] 1.48 lbs (.67 kg) 	 [2 port] 1.48 lbs (.67 kg) 	 [2 port] 1.48 lbs (.67 kg) 		
		  [4 port] 1.50 lbs (.68 kg)	 [4 port] 1.50 lbs (.68 kg)	 [4 port] 1.50 lbs (.68 kg)

Enclosure 	 High-impact plastic	 High-impact plastic	 High-impact plastic

USB Hub	 Yes	 Yes	 Yes

Ports 	 PS/2, USB	 USB 	 USB

Video Supported	 VGA, SVGA MultiSync	 VGA, SVGA MultiSync	 DVI-D Dual Link

Max Resolution 	 2048 x 1536 @ 85Hz	 2048 x 1536 @ 85Hz	 2560 x 1600 @ 85Hz

Audio Input/Output	 3.5 mm jack	 3.5 mm jack	 3.5 mm jack

Microphone Input/Output	 3.5 mm jack	 3.5 mm jack	 3.5 mm jack

Platforms Supported	 Mac, PC	 Mac, PC	 Mac, PC

LED Indicator	 [2 port] 4 / [4 port] 8	 [2 port] 4 / [4 port] 8	 [2 port] 4 / [4 port] 8

KVM Cables Included	 Yes	 Yes	 Yes

Power/Environment
Power Requirements 	 5V DC, 2.6A	 5V DC, 2.6A	 5V DC, 2.6A

Operating Temperature 	 32° to 104° F (0 to 40° C)	 32° to 104° F (0 to 40° C)	 32° to 104° F (0 to 40° C)

Storage Temperature 	 -20° to 140° F (-20 to 60° C)	 -20° to 140° F (-20 to 60° C)	 -20° to 140° F (-20 to 60° C)

Warranty	 3 years	 3 years	 3 years

Product Specifications

Note: Specifications are subject to change without notice.

Part Number 	 Description 	

F1DS102J 	 SOHO 2-Port VGA, PS/2 & USB KVM Switch 	

F1DS104J 	 SOHO 4-Port VGA, PS/2 & USB KVM Switch 	

F1DS102L 	 SOHO 2-Port VGA & USB KVM Switch 	

F1DS104L	 SOHO 4-Port VGA & USB KVM Switch 	

F1DD102L 	 SOHO 2-Port DVI & USB KVM Switch 	

F1DD104L 	 SOHO 4-Port DVI & USB KVM Switch 	

	 SOHO cable kits are included in the box


